PLUMBING FIXTURE SCHEDULE

TAG TYPE OF FIXTURE ADA |WASTE| VENT | CW HW | TW FLOW MODEL # MANUFACTURER IAPMO or THIRD MOUNTED MATERIAL MODEL # BATTERY/POWER/ MANUFACTURER IAPMO or THIRD MOUNTED MATERIAL ACCESSORIES
120 110 FIXTURE PARTY TESTING SUPPLY MANUAL/METERING PARTY TESTING
wc-1 WATER CLOSET YES 4 2 1 - - 1.6 GPF 3043.102 AMERICAN 677 FLOOR - BPW-1000 MANUAL SLOAN - TOP SPUD | CHROME PLATED 1.2
ALTERNATE 3 STANDARD BRASS
L1 LAVATORY YES 2 2 112 - 172 0.5 GPM - - - INTEGRAL - S41707 MANUAL MOEN 3366 COUNTER CHROME PLATED |2,3,4,26
BRASS
L-2 LAVATORY YES 2 2 172 - 172 0.5 GPM - - - INTEGRAL - S41707 MANUAL MOEN 3366 COUNTER CHROME PLATED |2,3,4,26 - McGUIRE PRO-WRAP PIPE
BRASS COVERING KIT NO. 2125 WC
S SINK YES 2 2 1/2 - 1/2 1.5 GPM - - - INTEGRAL - S41701 MANUAL MOEN 3366 COUNTER CHROME PLATED |2,3,10,26,31
(TRIM) BRASS
S-2 SINK YES 2 2 1/2 - 172 1.5 GPM - - - INTEGRAL - S41701 MANUAL MOEN 3366 COUNTER CHROME PLATED |2,3,10,26,31
(TRIM) BRASS
S-3 SINK YES 2 2 1/2 - 1/2 1.5 GPM - - - INTEGRAL - S41701 MANUAL MOEN 3366 COUNTER CHROME PLATED |2.3,10,26,31
(TRIM) BRASS
sS4 SINK YES 2 2 1/2 - 1/2 1.5 GPM - - - INTEGRAL - S41701 MANUAL MOEN 3366 COUNTER CHROME PLATED |2.3,10,26,31
(TRIM) /]\ RN BRASS
SH-1 SHOWER YES 2 2 1/2 - 12 2.5 GPM - WATERMARK - SOLID SURFACE | ACXYM1001 MANUAL : MOEN 1: - WALL CHROME PLATED |?8:2°
)
SEEarcr | e e =: : srass
SH-2 SHOWER YES 2 2 1/2 - 12 2.5 GPM - WATERMARK - SOLID SURFACE | ACXYM1001 MANUAL :: MOEN 1E - WALL CHROME PLATED |?32°
b
- EEaer | e ‘» : srass
SH-3 SHOWER - - - - - - 2.5 GPM - ACXYM1001 MANUAL :{ MOEN j: - WALL CHROME PLATED |28
¢ 4
(TRIM ONLY) mh\[’)EHAETB ‘: 4: BRASS
ACCESSORIES:

1. ELONGATED BOWL OPEN FRON SEAT COVER
2. ANGLE STOP
3. GRID STRAINER ASSEMBLY

4. 17 GAUGE BRASS CHROME PLATED P-TRAP
5. SUPPLY INSULATED JACKET

6. SIZE AS INDICATED ON PLUMBING DRAWINGS
7. REFER TO ARCHITECTURAL PLANS FOR MOUNTING HEIGHT
8. ADJUSTABLE WALL BRACE/PAIL HOOK

9. VANDAL RESISTANT NON-AREATED SPRAY

10. BASKET GRID STAINER

11. CARRIER SUPPORT

12. BASKET STRAINER

13. TRAP PRIMER REQUIRED
14. TRAP GUARD
15. ACCESS PANEL

16. FLASHING COLLAR
17. AUTOMATIC DRAINING
18. NON-FREEZE
19. BACKFLOW PREVENTER
20. PACKAGE SYSTEM

21. SUMP RECIEVER
22. GRAVEL STOP
23. EXTENSIONS WHERE REQUIRED
24. CONCEALED ARMS SUPPORT
25. 4" WRIST BLADE

26.

29.

30.
31.

REFER TO ARCHITECTRUAL DRAWINGS FOR LAVATORY
. REFER TO ARCHITECTURAL DRAWINGS FOR SINK
. HANDHELD SHOWER WITH SLIDE BAR, MOEN MODEL NO. 3368, CHROME FINISH. MOEN SHOWER
VALVE MODEL NO. 2570CC WITH CHROME PLATED BRASS SHOWER TRIM, MOEN MODEL NO. T8370.
SOLID SURFACE SYSTEM (PANEL WALLS AND SHOWER PAN) BY ARCHITECT
EXISTING SHOWER ENCLOSE TO REMAIN. REPLACE TRIM ONLY

SINK IS INTEGRAL WITH COUNTERTOP. SEE ARCHITECTURAL DRAWINGS

PLUMBING GENERAL NOTES

1. PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL PLUMBING ROUGH-IN LOCATIONS.

2. THE PHRASE "CONNECT TO" AS USED IN THE DRAWING SHEET NOTES IS TO INSTRUCT THE PLUMBING CONTRACTOR TO PROVIDE ROUGH-IN AND FINAL CONNECTION TO

THE FIXTURE, EQUIPMENT OR APPLIANCE.

3. THESE DRAWINGS ARE BASED UPON INFORMATION FURNISHED TO THE ENGINEER BY THE OWNER. THE PLUMBING CONTRACTOR SHALL CONSIDER ALL INFORMATION
PRESENTED ON THESE DRAWINGS AND SHALL BE RESPONSIBLE FOR REPORTING ANY DISCREPANCIES PRIOR TO SUBMITTING HIS PROPOSAL. FAILURE TO DO SO WILL

INDICATE A COMPLETE ACCEPTANCE OF ALL INFORMATION CONTAINED HEREIN.

4. PLUMBING CONTRACTOR SHALL VERIFY ALL PRESENT CONDITIONS INCLUDING BUT NOT LIMITED TO, PIPE SIZE, LOCATION, INVERT, PRESSURE, TEMPERATURE, ETC.
PRIOR TO START OF CONSTRUCTION AND MAKE MODIFICATIONS AS REQUIRED TO ACCOMMODATE PRESENT OR NEW CONSTRUCTION, ALL AT NO ADDITIONAL

COST TO THE CONTRACT PRICE.

PIPING MATERIALS SCHEDULE

SYSTEM LOCATION SIZES MATERIAL JOINTS FITTINGS NOTES
SANITARY SEWER ABOVE GRADE ALL CAST IRON HUBLESS COUPLINGS MATCH PIPE

HOT & COLD WATER ABOVE GRADE 1/2" TO 2" COPPER TYPE L LEAD FREE SOLDER WROUGHT COPPER

HOT & COLD WATER ABOVE GRADE 1/2" TO 2" COPPER TYPE L BRAZED T-DRILL

1. PROVIDE POLYETHYLENE PIPE WRAP.
2. NONWOVEN GEOTEXTILE FILTER FABRIC MADE OF PP.

PLUMBING PIPING INSULATION SCHEDULE
THICKNESS (IN)
SYSTEM/LOCATION TYPE JACKET | <2"PIPE |2"+PIPE COVER NOTE
DOMESTIC COLD WATER
Indoor/Concealed MFP ASJ 0.5 0.5 -
Indoor/Exposed MFP ASJ 0.5 0.5 -
Buried - - - PVC,PE
DOMESTIC HOT, RECIRC, TEMPERED AND TEPID WATER
Indoor/Concealed MFP ASJ 1 1 -
Indoor/Exposed MFP ASJ 1 1 PVC 1
Buried - 1 2 PVC,PE
ADA FIXTURE PIPING
Indoor/Exposed - 3/16 3/16 VF, PVC
ENGINE EXHAUST
Indoor/Concealed CS,MFH ASJ 3 4 -
Indoor/Exposed CS,MFH ASJ 3 4 -
QOutdoor/Concealed CS,MFH ASJ 3 4 -
Outdoor/Exposed CS,MFH ASJ 3 4 CA
ABBREVIATIONS
ADL: Acoustical Duct Liner ASJ: All Service Jacket
CG: Cellular Glass CA: Corrugated Aluminum
CS: Calcium Silicate CSS: Corrugated Stainless Steel
FE: Flexible Elastomeric or Polyolefin EA: Embossed Aluminum
FRW: Fire Rated Duct Wrap FSK: Foil Scrim Kraft
MFB: Mineral Fiber Board PE: Polyethylene
MFH: Mineral Fiber 1200 F PVC: Polyvinyl Chloride
MFP: Mineral Fiber Pipe & Tank VF: Vinyl Faced
MFW: Mineral Fiber Wrap
Pl: Pre-Insulated Pipe System
PS: Polystyrene
RI: Removable Insulation System
NOTES
1. Provide cover for exposed piping in finished areas. Provide cover as noted on
drawings in unfinished areas and equipment rooms.
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