SOUTHERN NEVADA BUILDING OFFICIALS

E-102

7-7-14
REGIONAL STANDARDS TR
TEMPORARY POWER POLE
Clark County Boulder City Henderson Las Vegas
Dept. of Building & Fire Prevention Bullding Department Bldg & Fire Safety Dept. Building & Safety Dept.
4701 W Russell Rd 401 California Avenue 240 Water Street 333 N. Rancho Drive

Las Vegas, NV 89118 Boulder City, NV 89005

Henderson, NV 89015

Las Vegas, NV 89106

(702) 455-3000 (702) 293-9282 (702) 267-3650 (702) 229-6251
18" MIN. STRAP WITHIN 12" OF ENDS
RIGID
SERVICE CONDUIT CONDUCTOR
100A 11/4" #1 ALOR#3CU 75"

200 A 2" 4/0 ALOR 3/0 CU 75"

POWER COMPANY (USERC)
APPROVED RAINTIGHT 4 TERMINAL
SINGLE PHASE 100 AMP OR 200

AMP METER SOCKET

RAINTIGHT SERVICE PANEL WITH
MAN BREAKER

125 VOLT 20 AMP RECEPTACLE
GROUND FAULT PROTECTED

(GFCI) WITH WEATHERPROOF COVER

4°X 6"X 20’ POLE OR CLASS 6
UTILITY POLE (NPC STD-700)
1/2" CONDUIT

GROUNDING CONDUCTOR 100 AMP
USE #8 CU, 200 AMP USE #4 CU

8' GROUND ROD 5/8" COPPER OR
5/8" COPPER/STEEL OR STAINLESS
STEEL INSTALLED IN ACCORDANCE
WITH 250.52(A)(5)(b) SOUTHERN
NEVADA AMMENDMENTS TO 2011
NEC

4"'6'3-

¢ MINIMUM 10' OVER WALKING SURFACE

*  MINIMUM 12 OVER DRIVEWAY,
RESIDENTIAL

«  MINIMUM 18' OVER ROADWAY (FOR
NORTH LAS VEGAS 22')

o« 230.24(B) NEC

GRADE

5" MIN.

BOTH ENDS OF METAL
CONDUIT SHALL BE
BONDED TO GROUNDING
CONDUCTOR,

Mesquite
Building Department
10 East Mesquite Bivd.
Mesquite, NV 89027
(702) 346-2835

North Las Vegas
Buiiding Department
2250 Las Vegas Bivd. N
N. Las Vegas, NV 89030
(702) 633-1577

Pahrump

Building & Fire Safet Dept.
250 N Hwy 160 Suite #3

Pahrump, NV 89060

(775) 751-3373

Clark County School District
Building Department
4190 McLeod Drive, 1st Floor
Las Vegas, NV 89121
(702) 799-7605




